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Octagon SF 1008 HD - Intelligence

Preis-Leistung:
gut

Vorgestellt:
Sat-Receiver Octagon SF 1008 HD - Intelligence

www.infosat.de

SF 1008 HD - INTELLIGENCE S€e+

High Definition Digital Satellite Receiver

H.264 / MPEG4 - HD,SD / DVB-S2 Tuner / Time Shifting with USB 2.0 Devices
Powerful compatibility through Embedded Linux OS / Recording & Playback with External USB 2.0 Devices
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gut

OCTAGON SF 1008 HD

www.digitalfernsehen.de

Octagon SF-1008HD

Preis um 260 Euro
Vertrieb Octagon, Babenhausen
Telefon 06073 723664
Internet:  www.octagon-germany.com
Bewertung

—
+ Festplatte nachriistbar
+ vorprogrammiert
Note
Bild 25%
Ton 15%

Ausstattung 20 %
Verarbeitung 10 %
Bedienung 30% 1.4 HEEE

Spitzenklasse
Preis/Leistung: sehr gut
digital home 121

,Der SF-1008HD bietet umfangreiche
Aufzeichnungsfunktionen und erstklas-
siges Bild.
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SF 1008 HD - INTELLIGENCE SE+

High Definition Digital Satellite Receiver

*Tuner & Channel Decoder (Satellite) * Audio /Video & Data IN/OUT

*Full HDTV PVR Receiver ( DVB-S/S2) Input Connector  F-type, I[EC 169-24, Female TVSCART RGB, CVBS Video, Audio L, R Output
*H,264/ MPEG4 - HD/SD , DVB-S2 Tuner Loop through out  F-type, IEC 169-24, Female RCA Video & Audio Output
* Betrigbssystem Linux 0S Frequency Range  950MHz ~ 2150MHz OPTIC  Dolby Digital (SPDIF)
* Time-Shifting mit externen HOD (USB20) Input Impedance  750Q), unbalanced RS-232C 9 pin D-SUB (Male) type, Transfer rate 115Kbps
. g ) Signal Level  -65 to -25dBm USB  USB 2.0 Host Front & Rear Support.
3 Sender Aufnehmen +2 Sender LIVE ansehen (PIP) LNB Power  13/18VDC, max.400mA Ethernet  RJ45 connector, 100 Mbps
* Einfache Aufnahmeprogrammierung aus dem EPG 22KHz Tone  (22+2)KHz, (0.6+0.2)V
*2x USB2.0 Anschluss (MP3 Player & JPEG Viewer) DiSEqC Control  \/1.0/1.2/USALS Compatible
* Xvid & MKV Support Demodulation  QPSK / 8PSK
* Ethernet- Schnittstelle (LAN 10/100MBit) Input Symbol Rate 2 ~ 45 Ms/s(QPSK of DVB-S) *Front Panel
*Rl 2 ~ 45 Ms/s(QPSK of DVB-S2)
plican DOHD) 2 ~ 35 Ms/s(8PSK of DVB-S2) Slot 1USB2.0H
7 i : g o i ot .0 Host port
:Multl-Lng Unterstiitzung duro:h DiseqC-Steuerung Version 1.0, 1.1, 1.2 und USALS FECDecoder  1/2,2/3, 3/4, 5/6 and 7/8 with > Coplmti inteFIJ' L <o
Hocha!uﬂosendes 0sD Oberllache. Constraint Length K=7(DVB-S) 1 Smart Card Slot
* Favoriten- Gruppen fiir TV und Radio 1/2,3/5,2/3,3/4,4/5,5/6,8/9 and 9/10 (DVB-S2/QPSK) Display  7-Segment
* Kanalsortierungsfunktionen wie lgschen, umbenennen verschieben, sperren 3/5,2/3,3/4,5/6, 8/9, 9/10(DVB-S2/8PSK) Buttons 3 Buttons (Standby, CH UP/DOWN)

*0SD in verschiedenen Sprache

e ——"

*10.000 Programmplétze fiir TV & Radio MPEG Transport StreamA/V Decoding

* PIP und Multipicture (Bild-in-Bild) Funktion Transport Stream  H.264(MPEG-4 part 10, MPEG-4/AVC and H26L) *

*Kindersicherung MPEG-Il ISO/IEC 13818-2/11172-2 Power Supply

* HDMI - Ausgang von Bild und Ton (576, 576, 720p, 1080;, 1080p) Profile Level - MPEG-4/AVC MP@L4, MPEG-Il MP@HL Input Voltage  AC 100 ~ 250V, 50/60Hz

* Cinch- Buchsen fir AV- Signal (FBAS, Stereo-Audio) I N e Type SMPS

:; 2 z"'ﬂ( ::ZIZCA- Signal "{'.’l’,‘” ﬁf” ™) Video Resolution 720 x 576i, 720 x 576p, 720 x 480i, 720 x 480p 2 °We;tg‘,’,'jb';";"’,m': it
ptischer usgang uaer Dolby 1280 x 720p, 1920 x 1080i, 1920 x 1080p(supports only HDMI) : : i ’
* Software- Update Funktion iber USB/RS-232/Netzwerk Audio Decoding  Dolby Digital, MPEG-1 Layer 1,2 and 3 ORI Raaiclivernal FUsewEighting protection
*1CONAX CA und 2CI PCMCIA Audio Mode  Stereo/Joint stereo/Mono, Dolby Digital bitstream
* UNICABLE & FastScan Support Sampling Rate  32KHz, 44.1KHz and 48KHz(According to input)
*{Watt Stand-by Verbrauch
*Main System * Physical Specification
Main Processor  STi chipset Size(WxHxD) 260mm X43mm X 180mm
Memory  Flash-ROM : 32 Mbyte Weight (Net) 1.1 Kg
SDRAM : 256 MBytes Operating Temp. 0°C°~ +45°Co
EEPROM : 256 bytes Storage Temp.  -10°C ~ +70°C

AC 90-250~ @

50/60Hz, Max. 30W.
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TV SCART 5V 500mA Max
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