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I. GETTING STARTED

1.Safety Precautions

This DSR has been manufactured to comply with international Safety Standard.
Please take care when using the receiver as below.

> Power requirement : 100-240V~

> Do not disassemble

2 Avoid overloading.

2 Avoid extreme humidity

> Avoid object and liquid entry

2 Ventilation opening and installing the equipment on firm and flat place.

2 Avoid extreme heat and direct sunlight.

»Do not use the parts and accessories that have not been provided by the manufacturer.

Unauthorized substitution may cause trouble.

2. DSR Front Panel

SF 818

Turn on & off the power of the receiver.

Change to the next channel

Normal Mode
CH +
Menu Mode

Move to the upper item

Change to the previous channel

Normal Mode
CH-
Menu Mode

Move to the lower item

Volume up

Normal Mode
VOL +
Menu Mode

Change item

Volume down

Normal Mode
VOL -
Menu Mode

Change item

Display Main Menu

Return to previous channel

Normal Mode
MENU
Menu Mode

OK




I"GETTING STARTED

3. DSR Rear Panel
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TITLE Description

(OISRl 100-240V~, 50/60Hz, MAX 30W

AN SOV ESAUIRNOI. I To supply the power to the DSR

3 LNBIN Connect to the satellite antenna

4 LNBOUT Connect to the other satellite receivers

|

|

|

|

|

5 S/PDIF Connect to the Digital Amplifier (Optical) |
6 RS-232C Connect to the PC for software upgrade |
7 ANTIN Connectto TV antenna or CATV cable |
|

|

|

|

|

|

|

8 TVOUT Connectto TV

9 TV(SCART) Connect TV

10 VCR(SCART) Connect VCR

11 VIDEO Connect to VIDEO external output jacks of TV

12 AUDIO(L, R) Connect to AUDIO output jacks of TV (Left, Right)
Connect to the 0/12V switch

w
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Connect DSRto TV
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I. GETTIN

TARTED

4. Remote Control Unit (RCU)

STANDBY TVISAT
Qz ABC DEF
GHI JKL MNO

PRS TUv WXY

fueer) (0 [oause

AV+  OPT+ X+ SAVE

O TV/CRA)DIO 9 O
OO
@ SAT FAV
} 55
% % N
@m@)

MOTOR COLOR UHF REC

< &= 0 B0

OcTacon

KEY FUNCTION

“ Power ON/OFF

Switch TV or SAT mode

-Normal Mode: Select channel

-Menu Mode: Direct numeric key entry

SLEEP Sleep timer

PAUSE Pause Screen

Display audio sound, Teletext, Subtitle menu

Opt+ Show additional function menu

Show X function menu

SAVE SAVE current volume & channel
V/RADIO Switch TV/Radio mode
HD Sort HD channel Only

= >
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Selects satellite

Show Favorite Channel List

Mute the sound

ms)
Q
=

Switch back to previous channel

-Normal Mode: Show the main menu

<
m
z

-Menu Mode: Return to the previous menu

Show the current channel information when watching TV

Show the Electronic Program Guide

Return to the previous menu

-Normal Mode: Change to the next/previous ch

-Menu Mode: Move to the upper/lower item

-Normal Mode: Adjust the volume

-Menu Mode: Change to the left/right item

-Normal Mode: Show the channel list

o
P

-Menu Mode: Execute the select item
Enter the desired value in any input mode

Show fine tune menu

!
z
m
z
m

Show file browser menu

Configure Disqc 1.2/Positioner

COLOR Change the Brightness, Contrast and Saturation

RECORD Record current channel

Reverse Play

Stop recording or playback

Change to normal speed / Play,Pause or resume

Note

Normal Mode means watching TV or listening to the radio.
Menu Mode means displaying a menu.




I"GETTING STARTED

5. Installation

Starting Operation

Connect satellite cable to IF IN

Connect the DSR with TV and other peripheral equipments.

Setup the menu items of the DSR in accordance with TV and peripheral equipment.

Tune the receiver to receive broadcast channels and information. Now, the DSR is ready to use.

6. Connection Method

> The DSR operates with VCR and TV by connecting them in all.

When you connect DSR to TV by using SCART jack, please fit the
CLAMP FILTER near the SCART jack head of DSR connecting port.

> Connecting to TV with RCA jack Support

TV

=5

Satellite Dish

ONIOFF

0
@ o2y

VCR SCART

Install 1. Connecting to TV with RCA jack Support



I.GETTING STARTED

6. Connection Method

2 Connecting to TV and VCR with only RF jack

S ’

Satellite Dish

CABLE OR

OFF-AIR ANTENNA / t\
IN FORM ANT g
ouTTO TV

Install2. Connecting to TV and VCR with only RF jack

2 Connecting to TV with YUV jack

a§

Satellite Dish

Install 3. Connecting to TV with YUV jack
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2.1. Channel Control

Channel Control consists of TV channel and
Radio channel control. Channel editing
functions can be performed in this menu.
Channel view, Edit Name, Set/Clear favorite,
Event Timer Lock/Unlock, Edit PID, Move and Delete
channels are all possible in the channel
control menu

The list of TV(Radio) Channel Control is
empty before channel searching. Be
sure to search channels automatically

or manually before you use Channel
Control

> Channel Mode
In order to control various channel lists, Channel
Mode function keys assist users to organize and
arrange the many channels within their scope of
action. The description of Channel Mode function
keys are as follows.

i:View RED key : ALL CH

OK : Select GREEN key : Alphabet

AV+: Edit Favorite YELLOW key : TP
BLUE key : CAS

> Edit Mode
Edit the name of the selected Channel.
Press OK key, then select channel Edit mode.
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2.1 Channel Control

> Edit Name r
Edit the name of the selected Channel. oo
Select one channel and press OK key and then
you can edit name.

Edit Channel Name

o Set/Clear FAV

Select Set/Clear FAV in the channel control popup
menu, them another popup menu will appear on
the right side of the screen (e.g.News, movie,
drama). Select one of them and press OK. Press
OK you want to add to your favorite list. Then a
favorite icon will appear beside the channel name.
if you want more favorite channels, just repeat this
process. To deselect a favorite channel, go to the
selected channel which you choose and press
OK. This will deselect it.

L
b
E
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dulti Picture

Lock/Unlock Channels

Select Lock/Unlock in the channel control menu.
Press OK on the channel that you want to
change. Then a lock icon will appear beside the
channel name. it will confirm that the channel is
locked. The only way to view that channel is by
entering the password. to unlock the channel,
use A Y key on the remote, and press OK on
the channel. The channel will then be unlocked.

(&
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2.1 Channel Control

9 Hide Channel
Select Hide Channel in the edit channel popup
menu. Press OK on the channel that you want to
set and clear hide channel. To Show/disappear
the Hide channel, you have to enter private
password after selecting X+ key

Edit PID

Edit Video PID, Audio PID, PCR PID with Hex or
decimal code.

If you want to change PID number, press RED
key to Enter value by yourself.

v

2 Move

Change the position of the selected channel in
the channel list.

Select MOVE in the edit channel popup menu,
Press OK on the channel that you want to move,
use press UP/DOWN key to locate channel
position and RED (move channel)key and then
Press EXIT key to save.

RED Key : Move CH
GREEN Key : Select TP
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2.1 Channel Control

> Delete
Delete the selected channel or TP. Select delete
in the edit channel popup menu, press OK on
the channel that you want to delete, and
RED(delete channel) key or Yellow (delete all)

RED Key : Delete CH
GREEN Key : Select TP -
YELLOW Key : Delete All : 5 &EE

> Multi Picture
Set Multi picture for using in the Multi picture
control.
Select Multi Picture in the edit channel popup
menu. Press OK on the channel that you want
to set and clear as multi picture channel.

2 Edit Favorite
Edit Favorite list.
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2.2 Event Timer

Set the STB work as reservation mode with
Wakeup and Sleep Timer.

Add the event in the list by the Green key, and
edit the selected event in the list by the Red key.

To delete the event, press the Yellow key.
| 1 Test Signal  /2007-ThuPM 452 0030  R-OT]

EXIT : Exit

RED Key : Edit
GREEN Key : Insert
YELLOW Key : Delete

Mode : Ch view / Wakeup / Sleep / Record

2 Ch view : Set Reserved Time.
The channel can be moved on the setting time
from the current watched channel.

Channel
Cycle

Date Nov/01/2007 - Thu
Time 06:54

Duration 00:30
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2.2 Event Timer

> Wakeup Time : Set wake up time.
STB will be automatically powered on by setting
of Wakeup time.

> Sleep Time : Set sleep time.
DSR goes to standby mode by setting up of
Sleep time against to the Wakeup function.

One Time
Nov/01/2007 = Thu

06:54

2 Record Time
DSR is moved to the recording mode.
Automatically by the set up of record event
time.



3.1 Antenna Setup

Before searching channels, you should setup satellite. The description of Antenna Setup
Menus are as follows;

Satellite : Select any one satellite by press <4 »
keys.

(Press blue key, edit the name of the satellite)
Transponder : Select a transponder.

LNB Type : Dual / Universal, Single, OCS,
Wideband, Digiturk MDU1, Digiturk MDU2.

LNB Frequency : Select a proper LNB frequency.
(Press blue key, input the local frequency)

DiSEqC : Select one out of "None", "DISEqC1.0 A
~D", "DiSEqC1.1 1~ 16"

Polarity Control : Select between “14/18V", "0/12V",
"0/22KHz"

0/12V Switch : Select any out of "0V", and "12V"
0/22KHz Switch : Select between “0KHz", "22KHZz",
"Auto”

Make sure saving & exiting, after finishing setup.

Press YELLOW key, initialize the satellite value. If the satellite have channel,
the channel will be deleted.

After Antenna Setup, you can move to Auto Search menu by pressing RED key.

3.2 Motor Setup

You can Select "None", "DISEqC1.2", or “USALS" by pressing €4 » key.

Motor Type : Select a motor type by pressing <
> keys.

Satellite : Select a Satellite.

Transponder : Select a transponder.




3.2 Motor Setup

» Setting of DISEqC1.2
In the Motor Setup Menu, select the DISEqC1.2.
Then the following menu will be displayed.

_Satellite : Select a satellite by pressing < »

keys.

_Transponder : Displaying current TP value.

_Nudge Size: Motor move step (1-5)

_Move Coarse : Move west (P> key), Move
east( dkey).

_Move Fine : Moves by the value of Nudge size.

_Motor Control : Goto, Save, Gotoref, Calculate,

_Available.

Limit Setup : Setting limit.

EAST LIMIT : Confirming the setting of East Limit.
WEST LIMIT : Confirming the setting of West Limit.
DELETE LIMIT : Delete the setting of East & West Limits.

Method of setting DISEqC1.2

1. In the Motor Setup menu, select the DiSEqc1.2.

2. Select the satellite.

3. In Move coarse, move motor until you show good signal by 4 » key.

4. If you search the position of satellite, move Motor control and then SAVE
current satellite position

5. Repeat this process to search another satellite.

6. Press RED key, go to Auto Search menu.

Method of setting USALS

1. In the Motor Setup menu, select the USALS. Select the satellite.

2. Input the value for longitude and latitude of the your area

3. Saving the current setting in the move control.

4. Moving Motor to the position of current satellite and if did you setup the
USALS motor, display good signal in motor menu.

5. Press RED key, go to Auto search menu.




3.2 Motor Setup

> Setting up USALS
Select the USALS in the Motor Setup menu, and
press OK key. Then the following menu will be
displayed.
- Satellite : Select satellite by pressing 4 P keys.
— Transponder : Displaying current TP value.
- Satellite Position : You can edit the position of
Satellite.
- Longitude: Setting the longitude position.
- Latitude: Setting the latitude position.
- Move Coarse: Move DISEqC1.2 motor by manual.
- Move west (P key), Move east (4 key).Move Fine
: Moves depending on the value of Nudge size.
- Motor Control : Goto, Save, Gotoref, Available.
- Limit Setup : Setting limit.
EAST LIMIT: Confirming the setting of
East Limit.
WEST LIMIT: Confirming the setting
of West Limit.
DELETE LIMIT: Delete the setting of
East & West Limits.

3.3 Auto Search

All channels will be searched if the selected satellite is properly assigned in the Antenna
Setup menu. The description of Auto Search Menu is as follows;

9 Search Type

- Multi Satellite : Search multiple satellite as you select
in pop-up window.

- One Satellite : Search only the current satellite.

- Multi Transponder : Search multiple TS in transponder
pop-up window.

- One Transponder : Search the current transponder.

- Canal Digital Fast Scan.

- TV Vlaanderen Fast Scan.




M. INSTALLATION

3.3 Auto Search

Satellite: Select one of Satellite.
(Select satellite in the auto search menu and press RED key to Multi Satellite Register)

When you want to change the value
of each field, 4 » keys or OK key.

Multi Satellite Register

> Transponder : Select one of transponders in TP
list.

> NIT Search : Activate network search mode.

> Channel search Type : Select one of search
Type betwwen "ALL", "FTA", “Scramble”, “All
TV”, “FTA TV, “Scramble TV”, “All RADIO”,
“FTA RADIO”, “Scramble RADIO”

3.4 Advance Search

When a new satellite is launched or you want to
search channels from a satellite which is not
programmed, you can edit all of the transponders
of the satellite by this function and then channels
can be searched by "Advance Search".

Edit TP

When you press GREEN key, EDIT TP menu It
will be displayed, The settings of "Frequency",
"Symbol Rate", "Polarization", and the other of
selected transponder will be displayed in each
field.

Edit PID

When you press RED key, Select any out of
“DEC",”"HEX".

Find Tuning

When you press YELLOW key, You can control
“AGC Value”, "Bandwidth”

v

L

(&



ITI. INSTALLATION

3.5. Blind Search (power scan)

This function will do an automatic scan of the incoming in this special feature
satellite signal. This function will not only identify the frequency but also the symbol
rate, and polarity.

> Search Type:(Multi Satellite, One Satellite)

» Satellite: Select one of Satellite.
(Select satellite in the auto search popup
RED key, Multi Satellite Register)

> Channel Search Type : Select one of search
Type out of "ALL", "FTA","Scramble",
“All TV",“FTA TV”, “RADIO”,“Scramble TV”
“All RADIO”,“FTA RADIO”,“Scramble RADIO”

In Normal Mode, Press MENU key, then select
System Setup Menu, and select OSD submenu

» Language

you must the language which will be used for
displaying menu. You can select English,
French, Russian, Arabic,Indonesia, Persian,
Turkish, Italian, German

Benner Time

You can set the displaying duration of Banner
menu displayed on the screen.

Time Range : From 1 to 30 seconds
Transparency

If you want to adjust the transparency of menu
screen.

9 levels of the transparency are supported.
Range : from 0% to 80%

L~

L=

[Language Mo English ] Yen(¥) > Main Image . -
Banner Time 5 5ec amam 1158 You can set the type of main still image
Transparency o% Indexes > Radio Image
Main Image Default-1 . ap e
i i S sl You can set the type of Radio still image
Logo Image ON Yo% 9 Logo Image
M A—— o Indenesta ici You can set the Logo Image ON/OFF
Radio Visualize Water T4 A Ba 14 . .
Signal Visualize Progress Bar 2 Menu Animation
o Exit : Supported effect : Slide, Spray, Stripe, None,
Fade.

lapanese Slocks Climb After Federal Reserve lowers U.5. Rates

Background color
Green, Blue, Brawn, Pink, Gray, Auto.
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4.2 Video

Press MENU key in Normal Mode, then select System Setup, and select Video submenu.

Screen format works only below cases.

1. If the TV system is 16:9 and stream Cro— — - [T
is 4:3 format. Letter Bax e e
2. If the TV system is 4:3 and stream y NTSC Indexes

is 16:9 format. - - Philippines PSEI

375897V 2444
¥ 0.45%

13
7301 A s13
AN
2 U Comp OO
iy LIS (PAMPIX) 415 29

Screen Ratio
You can select screen aspect ratio Japan Five-Yeor Bonds Decline Most in 11 Months on Stock Galns
according to your TV type.

4:3 and 16:9 modes are supported.

Screen Format
If the Screen Ratio is 4:3, there will be choices as LetterBox, Center, combined, and Full.
If the screen Ratio is 16:9, you will have choice like letter Box and Full.

Display Format

You can select Display Format according to your TV type.
"PAL", "NTSC", "SECAM", and "PAL & NTSC"

modes are supported.

UHF Channel

You select the STB output by using the UHF channel by press OK key, then press A V¥ key
on the remote control unit.

Channel Range : from CH21 to Ch69.

UHF Tuning

You can select your desired UHF modulator by press OK key, then press A ¥ key on the
remote control unit.

Supported mode : B.G, |, D.K, M.N

YUV Output
You can set the YUV output ON/OFF by press OK key, then press A Ykey
on the remote control unit.

Video Size

You can set the video size by pressing OK key, then press A ¥ key on the remote control
unit.

Supported mode : Normal, Combined, Full

SCART Output

You can set the video mode for the TV SCART output by press OK key, then press A V¥ key
on the remote control unit.

2 Video Output like RGB/CVBS are supportd.
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4.3 Option

Press MENU key in Normal Mode, then select System Setup menu, and select Option
submenu.

2 Channel Change

e You can select the way of changing the channel
T by pressing OK key, then press A ¥ key on the
't 20% v 0ooor remote control unit.

o Indexes | Supported mode : Pause, Blank, Fade
13718V India Sensex
ON [LECTT) "R

All Channel Vo4

(@

oN Nity Channel Speed
LBV 1LY You can select the speed of changing the
Booetn RSCore T 500 S Engineerin channel by pressing OK key, then press A ¥ key
B on the remote control unit.

Makita Shares Rise fo Record on Forecast, Analyst Targef Frices Supported mode : Fast, Normal

> LNB Power
You can set the LNB Power ON/OFF by pressing OK key, then press A ¥ key on the
remote control unit.

Q LNB(Low Noise Block Down Converter) ]

2 LNB Voltage
You can set LNB voltage by pressing OK key, then press A ¥ key on the remote control
unit.
Supported voltage : 13/18V, 14/19V

> Recall List
You can set the recall list ON/OFF by pressing OK key, then press A ¥ key on the remote
control unit. If you set it 'ON', you will be able to see the 'Recall List' when you press RCL
button in Normal Mode. If you set it 'OFF', you can go back to the previous channel when
you press RCL button in Normal Mode

Note : 'Recall List' is the menu in which you can see the channels you watched
in the past.
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4.3 Option

2 Volume Control
You can set the Volume Control by pressing OK key, then press A ¥ key on the remote
control unit.
Supported mode : All Channel - the volume value of all channel same value channel -
every channel can have different volume value.

> Front Button
You can set ON/OFF
- ON: FrontKey's working
- OFF : Front Key's not working

4.4 Time

If you want to set time, press MENU key in Normal Mode, then select System Setup
menu, and select Time menu

> Time Offset (Work on Auto timemode)
To set the Current Time, press 4 » key.
For your reference, when you scroll time zone,

] - . [imeMode __ Re  AUTO oLl W5 Rupe

the name of city will be displayed. nzuum o 0 no- N .‘5,,‘3}5
Senvex 30

2 Time Mode 19,753.84

Support : Auto, Manual. 1Day ¥ 84.15

Vo42%

1 Com o 580004 =
prig 8 M Fuller 79434070 3

Tomy May Reduce Toy Froduclion in China Due fo Salely Concerns

4.5 Color Control

If you want fine tuning for color value, press MENU key in Normal Mode, then select
System Setup menu, and select Color Control menu.

> Color Mode
You can set the Color Mode.
Supported mode : User mode, Movie, News, Sports. e Usermode | [LEED
[Brightness o 16 oW 'CTM, Vet
Sensex 30
s 19,755.82
In each mode, you can control each p— 1 Month A 242720
field data. AlDR

Brightness : from 0 to 31
Contrast : from 0 to 31
Saturation : from 0 to 31

MynE S x 24,550V 450

ol 10 Micron Tech 1051406 Mosoic Co. 69 80

Australia's Retail Sales Increase More Than Expected
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4.6 Parental Control

You can prevent children from watching
channels, which are unsuitable for them. Only
the person who knows the password can watch
the prohibited channels.

In the parental control menu, You can select four
password options.

Bob Parker
Credil Sulsse Asset Management

L~

Lock Grade

Change the password options by € » , None
,Menu, channel, Menu & Channel.

CBS May Say Advertsing Drop af Radio Unil Curbed Proft Growth Password is made up of 4 digit numbers, it is
never shown on the screen.

Only asterisks appears as you input password,
When you select the locked channel in

"Favorite TV/Radio" or "TV/Radio channel
Control", you will find the following

message "Key in Password" on screen. Then
please insert your password.

How to set Parental Control

By using < » in the Lock Grade item, turn it "Menu, Channel, menu & Ch".
Then use ¥ key, until you see Current PWD key in your password. If you
current password is correct, then it will ask you New PWD.

Confirm your "PWD" as your password, and press EXIT key.

When you want to lock a specific channel, press OK key and select "Lock"
function in the Channel Control menu. Then, the lock symbol will be generated.
To restore the locked channel, press OK key and select "Unlock" function in the
Channel Control menu (See Channel Control). If you intend to lock a certain
channel, the channel must be set as "Password ON".




V. CHANNEL LIST

5.1 Channel List

Press OK key while watching channel, then
Channel List menu will be shown depends on
channel mode (Sort mode). If the channel
mode(Sort mode) is Fav. mode, then Favorite
channel list will be displayed.

You can search the channel by sort function.

In this mode available key is SAT, FAV,
RED, GREEN, BLUE, YELLOW key.

(@

Satellite sort

If you want to change satellite select mode,
press SAT key, and then Small pop-up window
will be displayed, select one among them by
pressing OK, and then select channel by
pressing OK. Then the satellite select will be
changed.

Al Ch,
Ch (] Can

<

Alphabet Sort

If you want to change alphabetical mode, press —
Green key, and then Small pop-up window will :
be displayed, select among them by pressing ~
LEFT/RIGHT/UP/DOWN, and then select
alphabet by pressing OK. Then the alphabetical
mode channel list will be changed.

Alphabet
Cas




V. CHANNEL LIST

5.1 Channel List

2 Favorite Sort
If you want to change Favorite Sorting mode,
press FAV key, and then Small pop-up window will
be displayed, select among them by pressing
UP/DOWN, and then select Fav. list by pressing
OK. Then the Favorite channel list will be changed.

Alphabet
Cas

o> TP Sort
If you want to change TP (Transponder) Sorting
mode, press Yellow key, and then Small pop-up
window will be displayed, select among them by
pressing UP/DOWN, and then select TP list by
pressing OK.
Then the TP channel list will be changed.

2 Cas sort
If you want to change into CAS Sorting mode,
press Blue key, and then Small pop-up window
will be displayed, select one among them by
press UP/DOWN, and then select another Cas
list by press OK.
Then the CAS channel list will be changed.

LUXE=TV=8D

2 Hide Channel
To show/disappear the hide Channel, you hane
Auon Alghabet w1 g to enter pass word by pressing @® key.




VI. CHANNELGUIDE |

6.1 Channel Guide

Press EPG key while watching channel, then TV
GUIDE menu will be shown.

The EPG menu consists of Channel number,
Event name and the flag of extended event
description.

Brief TV guide information of current channel
will be displayed on the bottom of the screen. Mol

The Program Guide information
might not be supported by the
service providers.

By pressing RED key, select FULL TV Guide.
By pressing GREEN Key, 7Days Guide will be
displayed. Anditis possible to move Now to guide
and Next guide by pressing LEFT/RIGHT key.
Information consists of Event Name, Event
Description and Extended Event Description

By pressing YELLOW button, you can easily
set reservation schedule.




VII. NORMAL MODE

7.1 Normal Mode

9 EBU Teletext/DVD Subtitle Service
For more detailed channel information, some
channels are supporting Teletext/Subtitle service.
There are two types of EBU Teletext service as
followings:

1. VBI: Supported by TV and controlled by Teletext
key on TV remote controller.

2. STB: Supported by satellite receiver and
controlled by receiver's remote controller.

This satellite receiver supports the both types.

(Normal Mode) 1. Press AV+ key in the normal mode.
2. Choosing a Teletext service, then it will display
to Teletext from current channel

100 100%DWtext 21.11.07 UTC 05:11:38

AUS DER MITTE EUROPAS DW-TV .

DEMNACHST /NEXT
05730 curomaxx (deutsch)
Leben und Kultur in Europa.320

(Teletext Mode) (Subtitle)

Q If you press the EXIT button, it will change to the normal mode. ]




VII. NORMAL MODE

7.1. Normal Mode

> Audio Control

Press AV+ and select Audio. then you can
see Audio pop-up window, and you can
select audio language and audio mode.

(left, right, stereo).

> Live Zoom & Pause

Press "Pause" and then "Still Menu" will be
displayed. If you select Zoom & Pause, the small
window screen on the live channel is displayed.

PIC MOVE : Move PIG by 4 > A V¥ keys.
Zoom Out(RED) : Zoom Out function by RED
key.

Zoom In(GREEN) : Zoom In function by GREEN
key.

Pause (YELLOW) : Pause on Video YELLOW
Key.

Press YELLOW or OK key in PAUSE state,
still picture is update.

> Multi Picture Control

Press PAUSE and then"Still Menu" will be
displayed. If you select "multi-Picture", there
is 4 mode such as "2 x2, 3x3, 3x4, Selected
Channel".

2x2 : 4 screen.

3x3 :9screen.

3x4 : 12 screen.

Selected Channel: Show Registered
Multi Picture channel.

If you want to use the selected
channel mode, first, in the channel
control menu, register multi pictures
for using channels in the channel
control menu,




VII. NORMAL MODE

7.1. Normal Mode

| AGC Val
Bandwidth

L

v

On the multi-screen, there is 4 function key as
below :

Red key(Update) : You can update the channel
newly.

Green key(Volume) : You can control volume.
Yellow key(Prev. Page) : You can display the
previous channels.

Blue key(Next Page) : You can display the next
channels.

Press RED key in the manual mode, then select
Save.

Save
Currently system state store

Press RED key in the normal mode, and then
select Save.

Fine Tuning

When the signal is very poor, by changing
the user value in fine tuning menu, the signal
condition can be better.

Press RED key in the normal mode, then
select Fine Tunning.

Auto Channel Change

Press the UP/DOWN key for 2 or 3seconds,
then you can see auto Channel message on
the channel information, and you can
change the time of auto channel change.



8.1 Channel Information

2 Channel Information

\
Channel Information on will be appeared as following 2 cases.
Channel Change
- Channel information BOX will be disappeared after banner time out setting value.
Press key
- Channel information box will be changed as below sequence.
Basic Channel Information -> Extended Channel Information -> Information
disappear.

4

> Channel Information Basic Box
This is the information box containing "Program
Number", "Program Name", "Signal Quality bar",
"Current Time", and "Provider name".

> Channel Information Extended Box
Display brief Current Guide Information / Display
brief Channel Information and Satellite, channel
Frequency and CAS Type.

2 Volume Control
There are 32 steps(0~31) of volume control.




VIII. ADDITIONAL FUNCTIONS

8.1 Channel Information

]

«

Recall List

Recall List is to show the previous channels (up
to 20 channels).

Press RCL key, and then Small pop-up window
will be displayed, and then select previous
channel by pressing OK.

TV/RADIO Change

With this function, you can switch to Radio
listening mode while you are watching TV. If you
press the TV/RADIO button while you are
watching TV, the radio listening screen will appear.
If you press the TV/RADIO button again, the TV
screen will reappear.

If you press the TV/RADIO key again,
the TV screen will reappear.

Sleep Timer

The STB will be turned off automatically after a
specified time.

If you press the SLEEP button while you are
watching TV, the Sleep Time pop-up window will
appear. Each time you press the SLEEP button,
the time will be changed with these intervals: 10,
20, 30, 60, 90, 120, 150 and 180 minutes. After
you have changed with saved the time, the Sleep
Time pop-up window will disappear.



IX. MODULES ™ =

9.1.USB

This function enable you to see picture and
to listen MP3 music in case you insert USB
memory which contain MP3 files and JPEG
files.

Being selected USB in the "Module" menu,
you will see the list on the screen.

And then, move by pressing A ¥ key then
press OK key.

when you select mp3(red key), you can search
mp3 file and can play.

BEE_1.mp3
BEE

BEE

1459M

when you select jpeg(green key), you can search
jpeg file and can view.

In order to download Software from USB
memory, select Software which you
download from the list. And then press OK
key for Software download.

QNPL109.6 113




IX. MODULES ™ =

9.1.USB

When you select PVR(blue key), you can
search PVR file and playback.

Can be deleted the selected file by AV+
key.

If you want to adjust volume, press info key.
Yon can control volume by pressing 4)r key.

9.2. USB PVR

2 Record

It is recording function of the current watching
channel by ® key.

In case there's no free space to record
in USB memory, Recording will be
stopped after saving file.

TAPE CALLS rOn

LA O ey R T PR TR R BT T ey T




IX. MODULES ™ =

9.2. USB PVR

> Timeshift

The watching channel is can be Paused or
playback by »ikey.

case there's no free space to record in
USB memory, Time shift will be stopped !
after saving file. e FROM FATAL

LonBON

> Navigation bar

The navigation bar show the status of
playback in the PVR in Time shift mode.

WA 1LTT%
High 382279
low 378400

1045 Hood Sehnes Mok 10

r.
= SAP 300 () ‘oco-Coloél 57 40 27

Nissan, Ashok leyland fo Spend 5500 Million in India

Press INFO key to display navigation

9.3. Cl Slots (OPTION)

The ClI (Common Interface) is an interface
between a standard PCMCIA module and a
receiver. If you want to watch a scrambled
channel, you purchase CAM (Conditional
Access Module) and Smart Card suited to
the channel. These components decode
scrambled signals.

Cl menu is provided by CAM and its Smart
Card.

This menu will be activated if you insert the
CAM In the slot behind the front lid and ClI
menu is different according to a kind of CAM
and its Smart Card.




IX. MODULES ™ =

9.3 Embedded

This menu is for Free To Air + Embedded, and
This menu allows you to view the information of
the smart card such as available entitlements,
Maturity Rating and PIN code.




X. STBSTATUS —

10.1. Factory Value

If you want to know your STB information,Press
MENU key in Normal Mode.

This function will reset all the parameters to be
those of factory default value. When this menu
is selected, the message will be displayed on
the screen. When you press OK key on
Factory Value, then, this receiver will be
changed as follows.

When this menu is selected, the message
will be displayed on the screen.




X. STBSTATUS —

10.2. STB Information

> STB Information

STB Information shows the introduction of
this receiver briefly.

At the top of the page you will see the
software version of the STB.

> Memory Status

Memory Status shows this receiver.

Channel (345/9939)

User Image (24KB/63KB)

X1. TROUBLE SHOO

In case of trouble, please refer following table to solve problems.

SYMPTOMS CHECK POINTS

Check the power cord.

Check the audio jack.
Check whether the Mute function is on or not.

No Satellite Check the direction of antenna.
Check the connection of antenna cable.
TV Channel Check whether the channel search process has been done correctly.
Poor Video & Check whether the signal level is proper or not.
: ) Check whether there is damage on the antenna or not.
Audio quality Adjust the height and direction of antenna.

sl Check whether the batteries are properly fitted
into battery rack of your remote control or not.
Make sure the remote sensor is not broken.

is not working




XII. SPECIFICATIONS

m System Capabilities

CPU

B Demodulator

400 MHz
Fully DVB compliant

Type
Symbol Rate
SCPC and MCPC capable

B Video / Audio Decoder

QPSK & FEC
2-45Msps

Video Decoder
Audio Decoder

MPEG-2 Main Profile @ Main Level
MPEG-1 layer1 and 2

Video Output NTSC / PAL/ SECAM
Pixel 720 x 480 @30fps
720 x 576 @ 25fps

Video Format 4:3,16:9

B System Memory
Flash Rom 16Mbits
SDRAM 128Mbits

u LNB / Tuner Input (Digital)
Input Frequency 950 to 2150MHz
LNB Supply 13/18V Max. 400mA
Band Switch Control 22KHz
DISEqC 1.0, 1.2, USALS Compatible
Connector 2 x F-Type

[ Component Video Output

Y
Pb
Pr

B RF Modulator

1Vp-p @ internal colorbar
524mVp-p @ internal colorbar
524mVp-p @ internal colorbar

Connector
Output Channel

m Data Service Port

750hm, IEC 169-2, Male / Female
CH21 ~ 69

Connector
Data Protocol
Data Rate

m Power Supply

9-pin D-sub
RS232C
Max. 115,200 bits/s

Type
Input Voltage
Nominal Power Consumption

Switching Mode Power Supply
AC 100V-240V 50/60Hz
Max. 30W - FTA, FTA+1SC, Cl
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I.ERSTESCHRITTE ~—

1. SicherheitsmafRnahmen

Diese STB wurde gemaR internationalen Sicherheitsnormen gefertigt.
Bitte beachten Sie bei der Verwendung der STB die folgenden Anleitungen.

2 Stromversorgung: 100-240V~

> Demontieren Sie das Gerat nicht

> Vermeiden Sie eine Uberlastung

» Vermeiden Sie extreme Feuchtigkeit

2 Vermeiden Sie das Eindringen von Gegenstanden und Flissigkeiten
» Halten Sie die Luftungséffnungen offen

> Vermeiden Sie extreme Hitze und direktes Sonnenlicht

» Verwenden Sie keine nicht vom Hersteller bereitgestellten Teile / Zubehér. Ein nicht
genehmigter Austausch kann Probleme verursachen.

2. DSR-Geratefront

2 SF 818
[N
1

!

DIGITAL SATELLITE RECEIVER

Pl D3 EETENEEE

N

Ein- und Ausschalten des Gerats

s Umschalten auf den nachsten Kanal
CH + " - " "
Menimodus Nachst héheren Menilipunkt wahlen
CH Normalmodus Umschalten auf den vorherigen Kanal
) Menimodus Néachst niedrigeren Menupunkt wahlen

Normalmodus Lautstéarke erh6hen

VOL + = - -
Meniimodus Menipunkt nach oben &ndern
Normalmodus Lautstérke verringern

VOL - " - "
Meniimodus Menipunkt nach unten &ndern
Normalmodus Hauptmeni anzeigen

MENU —
Meniimodus Zurlick zum vorherigen Menu

oK |




I'ERSTESCHRITTE

3. DSR-Gerateriickseite

@ ®

@

VIDEOQ|

1®

@ T AUD'? @ @
@ oY avipury vuv(q
@ ®

i
Beschreibung |
100-240V~, 50/60Hz, MAX 30W |
Strom EIN / AUS |
Satellitenantennenkabelanschluss |
Anschluss an andere Satellitenempfanger |
Digitalaudioausgang (optisch) |
PC-Anschluss fiir Software-Upgrade |
TV-Antennen- oder CATV-Kabelanschluss |
|
|
|
|
|
|
|

8 TVOUT RF-Kabelanschluss am TV
SCART TV-Anschluss

1

9 TV( )

Videorecorderanschluss
Composite Video-Ausgang
Audioausgang (links, rechts)
Connect to the 0/12V switch
Component Video-Ausgang (YPbPr)




I'ERSTESCHRITTE

4. Fernbedienung

TASTE FUNKTION
“ Strom EIN / AUS
TV-/SAT-Umschaltung

- Normalmodus: Kanalwahl
- Menimodus: Zahleneingabe

STANDBY TVISAT
O Schlaftimer
Qz ABC DEF PAUSE Pausenbildschirm
III Audioklang-, Teletext-, Untertitelmend anzeigen
GHI JKL MNO

Zusatzfunktionsmenii anzeigen
X-Funktionsmenu anzeigen
Konfiguration speichern
TV-/Radio-Modusumschaltung
HD-Kanalliste sortieren

PRS TUv WXY

(8] [9)
(0] g

AV+  OPT+ X+ SAVE

O O O O SAT Satellit wahlen
FAV Kanalfavoritenliste anzeigen
TVIRADIO  HD
O O Stummschaltung
@ SAT  FAV Zuriick zum vorherigen Kanal
O O - Normalmodus: Menii anzeigen |
- Menlimodus: Zuriick zum vorherigen Menu |
% % Informationen zum aktuellen Kanal anzeigen |
$
N Elektronischen Programmfiihrer anzeigen |

Zuriick zum vorherigen Men(

- Normalmodus: Nachsten/vorherigen Kanal wéahlen
- Meniimodus: Néchst héheren/niedrigeren Menuipunkt wahlen

- Normalmodus: Lautstérke einstellen
- Menumodus: Linken/rechten Meniipunkt wahlen

- Normalmodus: Kanalliste anzeigen
- Meniimodus: Menilpunkt wéahlen
FINE TUNE Feinabstimmungsmeni anzeigen

Dateisuchmenii anzeigen

MOTOR COLOR UHF REC

< &= 0 B0

DiseqC 1.2/Positionierer konfigurieren

Helligkeit, Kontrast, Sattigung &ndern

OcTacon

UHF-Kanal konfigurieren

Gegenwartigen Kanal aufnehmen

Reverse Play

Forward Play

Aufnahme oder Wiedergabe stoppen

Pause oder Wiedergabe fortsetzen

Note
Normal Mode means watching TV or listening to the radio.
Menu Mode means displaying a menu.




I'ERSTESCHRITTE

5. Installation

Inbetriebnahme
> Satellitenkabel an IF IN anschlieRen.
2 STB am TV und anderen Peripheriegeraten anschlieRen.
> Menu entsprechend dem TV und anderen Peripheriegeraten einrichten.

9 STB fur den Empfang von Kanalen und Informationen abstimmen.

6. Anschlussmethode

When you connect DSR to TV by using SCART jack, please fit the CLAMP
FILTER near the SCART jack to the head of DSR connecting port.

2 Anschluss am TV liber RCA-Kabel

TV

=5

Satellite Dish

ONIOFF

0
@ o2y

VCR SCART

Install 1. Pemasangan ke TV dengan jack RCA



6. Anschlussmethode

Anschluss am TV/VCR nur Gber RF-Kabel

S ’

Satellite Dish

CABLE OR

OFF-AIR ANTENNA / t\
IN FORM ANT g
ouTTO TV

2 Anschluss am TV/VCR Uber RF-Stecker & Komponentenkabel

a§

Satellite Dish




Il. Programm / Ereignis

2.1. Programm Kontrolle

Das Menl Programm Kontrolle besteht aus TV-
Kanalsteuerung und Radio-Kanalsteuerung.
Dieses Menii erméglicht das Andern der
Kanalansicht, das Bearbeiten der
Kanalbezeichnung, das Einstellen/Léschen
von Favoriten, das Sperren/Freigeben von
Kanalen, das Bearbeiten der PID und das
Verschieben und Léschen von Kanalen.

The list of TV(RADIO) Programm
Kontrolle is empty before channel
searching. Be sure to search

channels automatically or manually
before you use channel control

> Kanalmodus

Dieser Modus dient zum Organisieren und
Anordnen der Fille von Kanalen und ihres
jeweiligen Funktionsangebotes. Die einzelnen
Funktionstasten werden nachfolgend
beschrieben.

i:view RED KEY : all CH

OK : Select GREEN KEY : Alphabet

AV+: Edit favorite. YELLOW KEY : TP
BLUE KEY : CAS

> Bearbeitungsmodus

Sie kénnen den Namen des gewahlten Kanals

ol i tme bearbeiten.
ol 8 . Driicken Sie OK und wahlen Sie dann den
y TR Kanalbearbeitungsmodus.

y| Hide Channel
\ Edit PID

Move Q
Delete
Multi Picture

% Select




Il. Programm [ Ereignis

2.1. Programm Kontrolle

> Namen bearbeiten

Sie kdnnen den Namen des gewahlten Kanals
bearbeiten.

Wahlen Sie den Kanal und dricken Sie OK
zur Bearbeitung.

9 Kanalmodus

Wahlen Sie OK dann - FAV im
Kanalsteuerungsuntermeni. AnschlieRend
erscheint rechts im Bildschirm ein weiteres
Untermend (z. B. News, Movie, Drama).
Wahlen Sie eine der Optionen und dricken Sie
OK, um sie zur Favoritenliste hinzuzufigen.
AnschlieRend erscheint neben dem
Kanalnamen ein Favoritensymbol.
Wiederholen Sie den Vorgang, wenn Sie
weitere Kanalfavoriten hinzufigen mdochten.
Zum Abwahlen von Kanalfavoriten driicken Sie
einfach OK. Der Favoritenstatus wird dabei
aufgehoben.

> Kandle spermen/freigeben

Wahlen Sie ,Programmsperre” im Kanalsteuermenu
und driicken Sie auf dem Kanal, den Sie &ndem
mochten, OK. Zur Bestatigung der Sperrung
erscheint neben dem Kanalnamen das Sperrsymbol.
Zum Betrachten eines gesperten Kanals ist die
Eingabe eines Passworts erforderlich.

Zur Freigabe des gespenten Kanals driicken Sie auf
dem Kanal einfach OK.




Il. Programm [ Ereignis

2.1. Programm Kontrolle

9 Kanal ausblenden

Wahlen Sie Hide Channel im Untermeni zur
Kanalbearbeitung. Dricken Sie auf dem Kanal,
fur den Sie Option Hide setzen/léschen mdéchten,
OK. Zum Ein-/Ausblenden von Kandlen ist die
Eingabe eines Passworts mit Hilfe der BLAUEN
Fernbedienungstaste erforderlich.

PID bearbeiten

v

Bearbeiten Sie Video-PID, Audio-PID und PCR-
PID im Hexadezimal- oder Dezimalformat.
Driicken Sie zum Andern des PID-Wertes die
ROTE Taste, um lhren eigenen Wert
einzugeben.

v

Verschieben

Andern Sie die Position des gewéhlten Kanals in
der Kanalliste.

Wahlen Sie ,bewegen® im Untermenu zur
Kanalbearbeitung. Driicken Sie auf dem Kanal,
den Sie verschieben mdéchten, OK. Wahlen Sie
die Kanalposition mit der AUF/AB-Taste und
bestatigen Sie sie mit der ROTEN Taste.

RED Key : Move CH
GREEN Key : Select TP




Il. Programm [ Ereignis

2.1. Programm Kontrolle

> Loschen

Loschen Sie den gewahlten Kanal bzw.
Transponder. Wahlen Sie ,l6schen” im
Untermenl zur Kanalbearbeitung. Dricken Sie
auf dem Kanal, den Sie léschen mdéchten, OK
und driicken Sie dann die ROTE oder GELBE
Taste.

RED Key : Delete CH
GREEN Key : Select TP
YELLOW Key : Delete ALL

2 Favoriten bearbeiten

Favoritenliste bearbeiten.




Il. Programm / Ereignis

2.2. Programm Timer

Stellen Sie die STB im Programmvorwahimodus
mit Aufweck- und Schlaftimer ein.

Fugen sie das Ereignis mit der grinen Taste
¥ zur Liste hinzu und wahlen Sie das in der Liste
gewahlte Ereignis mit der roten Taste.

Driicken Sie zum Ldschen des Ereignisses die
gelbe Taste.

| 1 TestSignal  /2007-ThuPM 452 0030  R-OT]

EXIT : Exit

RED Key : Edit
GREEN Key : Insert
Insert YELLOW Key : Delete

Modus: Reserved / Wakeup / Sleep (Reserviert / Weckzeit / Schlafzeit)

> Programmzeit : Programmzeit einstellen

e Sie konnen die Einschalt- und Ausschaltdauer

fur den aktuellen Kanal sowie Zyklus, Datum
[Mode W4 Reserved H
Channel 202. Test Sig usw. Einstellen.
Cycle One Time

Date Nov/01/2007 = Thu

Time 06:54
Duration

4+ Change \




Il. Programm [ Ereignis

2.2. Programm Timer

> Weckzeit : Weckzeit einstellen.

Sie koénnen eine bestimmte Einschaltzeit der
STB sowie Zyklus, Datum usw. Einstellen.

2 Schlafzeit : Schlafzeit einstellen.

Sie kénnen eine bestimmte Ausschaltzeit der
STB sowie Zyklus, Datum usw. Einstellen.

«» Change Value




3.1. Antenneneinrichtung

Zur Suche nach Kanadlen sollten Sie zunachst die erforderlichen Satelliteneinstellungen
vornehmen.

> Satellite : Wahlen Sie Satelliten zum Konfigurieren
durch Driicken der Tasten « P .(Driicken Sie zum
Bearbeiten des Satellitennamens die blaue Taste)

> Transponder : Wahlen Sie den ersten
Satellitentransponder

2 LNB Type : Wahlen Sie unter Dual, Universal,
Single, OCS, Wideband, Digiturk MDU1, Digiturk
MDU2.

9 LNB Frequency : Wahlen Sie eine geeignete
LNB-Frequenz.
(Driicken Sie zur Eingabe der lokalen Frequenz
die blaue Taste)

> DISEqC : Wahlen Sie unter “Kein“, “DiSEqC1.0
A,B,C,D" oder "DiSEqC 1.1 1 ~ 16"

2 Polarity Control : Wahlen Sie unter “14/18V”,
“0/12V”, “0/22KHz”

2 0/12V Switch : Wahlen Sie unter “OV” und “12V”

2 0/22KHz Switch : Wahlen Sie unter
“0KHz","22KHz", “Auto”

Make sure saving & exiting, after finishing setup. Press YELLOW key,
to initialize the satellite value. If the satellite contains channel, the
channel will be deleted. After antenna setup, you can move to auto
search menu by pressing RED key.

3.2. Motor einrichten

Sie kdnnen “Keine”, “DISEqC1.2” oder “USALS” durch Driicken der Tasten €4 » wahlen.

2 Motor Type : Wahlen Sie einen Motortyp durch
Dricken der Tasten <4 ».

> Satellite : Wahlen Sie einen Satelliten.

9 Transponder : Wahlen Sie einen Transponder.




3.2. Motor einrichten

» DISEqC1.2 einrichten

Wahlen Sie im Meni Motor Setup
DiSEqC1.2. AnschlieRend erscheint das
folgende Menii.

Satellite: Wahlen Sie einen Satelliten durch
Driicken der Tasten <».

Transponder : Anzeige des aktuellen TP-Werts.
Nudge Size: Motorstellschritt (1-5).

Bewegen schnell/langsam : Nach Westen
bewegen (Taste <), nach Osten bewegen
(Taste »).

Move Fine : Um den Wert von Nudge Size
bewegen.

Motor Steuerung : Die Befehle Goto, Save,
Gotoref sind verfugbar.Limit Setup : Sie kénnen
East Limit und West Limit einstellen.

Ost LIMIT: Der 6stliche Grenzwert.

WEST LIMIT: Der westliche Grenzwert.

Lésche LIMIT: Loscht die Einstellungen in East
Limit und West Limit.

Method of setting USALS
1.In the Motor Setup menu, select the USALS and then Select satellite.
2.Input the value for longitude and latitude of the your area
3.Save the current setting in the move control.
4.Move Motor to the position of current satellite and if did you setup the
USALS motor, display good signal in motor menu.
5.Press RED key, then go to Auto search menu

Method of setting DiSEqC1.2

1.In the Motor Setup Menu, Select the DISEqC1.2.

2.Select the satellite.

3.In Move coarse, move motor by ¢» key until you see good signal.

4.If you search the position of satellite, move Motor control and then SAVE
current satellite position

5.Repeat this process to select another satellite.

6.Press RED key, then go to Auto Search menu.




3.2. Motor einrichten

3.3. Auto Suche

9 USALS einrichten

Wahlen Sie USALS im Menu Motor Setup und
driicken Sie die Taste OK. Anschlief3end erscheint
das folgende Mend.

Satellite : Wahlen Sie einen Satelliten durch
Driicken der Tasten <4 ».

Transponder : Anzeige des aktuellen TP-Werts.
Satellitenposition: Sie kénnen die Satellitenposition
bearbeiten.

Langengrad: Geben Sie den Langengrad ein.
Breitengrad: Geben Sie den Breitengrad ein.
Bewegen: DiSEqC1.2-Motor manuell bewegen.
Nach West bewegen (Taste » ) oder nach Ost
bewegen (Taste «).

Move Fine : Um den Wert von Nudge Size
bewegen.

Motor Control : Die Befehle Goto, Save, Gotoref
sind verfligbar.

Limit Setup : Sie kdnnen East Limit und West Limit
einstellen.

Ost LIMIT: Der 6stliche Grenzwert.

WEST LIMIT: Der westliche Grenzwert.

Lésche LIMIT: Loscht die Einstellungen in East
Limit und West Limit.

Dieses Menl erlaubt Ihnen eine vereinfachte Kanalsuche, ohne diverse Parameter
einstellen zu mussen. Das Meni Auto Search wird nachfolgend beschrieben:

2 Such modus
1. Multi Satelliten : Gleichzeitige Suche nach
mehreren Satelliten.
2. Ein Satellite : Suche nach jeweils einem
Satelliten.
3. Multi Transponder : Gleichzeitige Suche nach
mehreren TPs.
4. Ein Transponder : Suche nach jeweils einem
Transponder.



M. INSTALLATION

3.3. Auto Suche

Satellite: Wahlen Sie den zu suchenden
Satelliten. Sie kdnnen die ROTE Taste drlicken,
um diesen Satelliten unter Multi-
Satellitenregister zu registrieren.

When you want to change the value
of each field, press numeric keys or
<« P keys folbuing by OK key to start
search

> Transponder : Wahlen Sie den zu suchenden
Transponder.

> NIT Search: Aktiviert den Netzwerksuchmodus.

> Programmsuche: Wahlen Sie einen der
Suchtypen “Alle FTA”, “Verschlusselt”, “Alle TV”,
“FTA TV?, “RADIO”, “Verschlisselte TV”, “All
RADIO”, “FTA RADIO”,”Verschlisselte RADIO”.

3.4. Manuelle Suche

Dieses Menu dient zu einer detaillierteren
manuellen Kanalsuche. Sie kénnen es zum
Beispiel verwenden, wenn ein neuer Satellit
gestartet wurde oder wenn Sie Kanale eines
nicht programmierten Satelliten suchen
mochten.

v

Andern TP

Das Menu andere TP wird durch Dricken der
GRUNEN Taste angezeigt. Hier kénnen Sie die
Optionen “Frequenz”, “Symbolrate”,
“Polarization” usw. einrichten.

9 Edit PID
Driicken Sie die ROTE Taste und wahlen Sie
die Option “DEC” oder “HEX".

9 Fine Tuning
Driicken Sie die GELBE Taste und geben Sie
einen Wert fir “AGC Werte” und “Bandbreite”
ein.

Multi Satellite Register




1V. SYSTEM EINSTELLUNGEN "

4.1. System Einstellungen

Dricken Sie im Normalmodus die Taste MENU und
wahlen Sie dann Setup Menu und das Untermeni
OSD.

> Sprache

Sie kénnen die Sprache auswahlen, in der die
Menils angezeigt werden. Die verfligbaren
Sprachen sind Englisch, Franzosisch, Russisch,
Arabisch, Persisch, Turkisch, Italienisch und
Deutsch.

2 Bannerzeit

Sie koénnen die Anzeigedauer fur das Banner
einstellen.

OSD Zeit : 1 bis 30 Sekunden Dauer

T ., ': 5> Transparenz

B 1 5 Sec f . . . - . .

aselines fou R el Sie kénnen die Transparenz der Meniianzeige in 9
ansparency % Indexes K

Maln Image Default-1 Malaysia KICI Stufen einstellen.

Radio Image Default 141047 271 H . i 0,
- : - M, Bereich: 0 bis 80%

Slide Indonesia ICI
Water 2TNA 814 > Hauptbild

Sie kénnen das Hintergrundbild fiir das Hauptmeni
einstellen.

lapanese Slocks Climb After Federal Reserve lowers 5. Rafes

> Radiobild
Sie kdnnen das wahrend des Rundfunkempfangs
angezeigte Hintergrundbild einstellen.

> Logo
Sie kénnen die Logoanzeige ein- und ausschalten.
Dieses Bild wird beim Boot-Vorgang der STB
angezeigt.

2 Menlanimation
Unterstitzter Effekt: Slide, Spray, Stripe, None,
Einblenden.
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4.2. Video

Wahlen Sie System Setup im Hauptmeni und dann das Untermeni Video.

Letter Bax

Screen format works only below 2 cases ek -

1.If the TV system is 16:9 and stream is T eyl
4:3 format. ot Ex Mg

2.1f the TV system is 4:3 and stream is 10l ‘A" sn
16:9 format. —y

el i s 50 200 Y800 U Conp 000|

Profunds Precious Maelols LIS (PMPIX) 415 28

Japan Five-Year Bonds Decline Mos in 11 Monfhs on Slock Gains

> Bildverhaltnis
Sie kdnnen das lhrem TV-Gerat entsprechende Bildverhéltnis wahlen.
Unterstitzt werden die Verhaltnisse 4.3 und 16:9.

2 Bildformat
Bei einem Bildverhaltnis von 4:3 sind die Optionen LetterBox, Zentriert, Combined
und Voll verfiigbar.
Bei einem Bildverhaltnis von 16:9 sind die Optionen LetterBox, Zentriert und Voll
verflgbar.

> Anzeigeformat
Je nach dem Typ lhres TV-Geréats sind die Optionen PAL, NTSC, SECAM und PAL
& NTSC verfligbar.

> AnzeigegrofRe
Unterstitzt werden die Modi 1080i, 720p, 576p und 480p.

2 UHF-Kanal
Der UHF-Kanal kann im Bereich CH21 bis CH69 eingestellt werden.

> UHF-Abstimmung
Sie kdnnen den UHF-TV-Typ wahlen.
Unterstitzte Modi: B.G, I, D.K, M.N

> Videoausgang
Sie kdnnen den Videoausgang tiber den TV-SCART-Ausgang als RGB oder CVBS
wahlen.
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4.3. Option

Press MENU key in Normal Mode, then select System Setup menu, and select Option

submenu.

J

11759V 8415
All Channel ¥ 042%
ON

«

ity
5884257 1640
V 0.24%

£y o |

—
d11944017 Centenniol Communication 10 24

Makita Shares Rise fo Record on Forecast, Analyst larget Prices

(@

Programmwechsel

In diesem Menl kénnen Sie wahlen, wie das
Videobild wahrend des Kanalwechsels
angezeigt wird.

Unterstitzt: Leer, Einblenden

S/PDIF

DOLBY: An den SPDIF-Port werden Dolby-
codierte Signale ubertragen.

PCM: An den SPDIF-Port werden decodierte
PCM-Signale tbertragen.

LNB-Versorgung
Sie konnen die LNB-Versorgung ein- oder
ausschalten.

Q LNB(Low Noise Block Down Converter) ]

2 LNB-Spannung

Sie kénnen die LNB-Spannung auf 13/18V oder 14/19V einstellen.

2 Wiederholungsliste

Sie kénnen die Wiederholungsliste ein- oder ausschalten.
Wenn Sie die Option Ein wahlen, wird die Ruckrufliste angezeigt, sobald Sie die

Taste RCL driicken.

Wenn Sie die Option Aus wahlen, kénnen Sie beim Dricken der Taste RCL zum
vorherigen Kanal wechseln, ohne die Liste anzuzeigen.

Note : 'Recall List' is the menu in which you can see the channels you

watched in the past.
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4.3. Option

» Lautstarkeregelung
Die unterstutzten Modi sind: Alle Programme der gespeicherte Lautsstarkepegel
wird von allen Kanalen verwendet Programm jeder Kanal verwendet einen eigenen
Lautstarkepegel

2 Front button
Sie kdnnen diese Option ein- oder auschalten
Ein: Die Tasten an der Geratefront sind verwendbar
Aus : Die Tasten an der Geratefront sind nicht verwendbar

4.4. Zeit

2 Zeit Offset
Driicken Sie zum Einstellen der aktuellen
Uhrzeit die Taste 4 ».

. - . . . [ TimeMode ~~ No  AUTO  of B W1 Rupe:
Sie kdnnen die Zeitzone mit dem Namen der Time Offsat 0:00 N o
zugehorigen Stadt sehen. Sonsex 30

19,753.84

1Day V84.15
Yo42%

1A Conmas BOCALTIE mowin Shg
§ WA Fuller 19414070 X8

Tomy May Reduce Toy Produclion In China Due fo Salefy Concerns

4.5. Farbeinstellung

Sie kdnnen den Farbmodus nach Wunsch einstellen.

> Farbmodus

D.Ie vordefinierten Farbmodi sind Benutzer, e e ™SE Yen())
Film, News, Sports. [Brightness o 1 aB "V, o)
Contrast 16 Sensex 30

Saturation 15
19,755.82
I_n each mode, you can control each - | MehAZ@ D
field data. Aung
1. Brightness : from 0 to 31
2. Contrast : from 0 to 31
3. Saturation : from 0 to 31

Australia's Retail Sales Increase More Than Expected
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4.6. Kindersicherung

Sie kénnen die STB so einrichten, dass Kinder
~ Parental Contr - 1 keinen Zugang zu von fir sie ungeeigneten
[LockGrade  Jo  None  wlM 0AX fhoibon Kanalen erhalten.

8019.22 (thallond)
A057% v 0.0

U.K. pound
> Zugangsstufe
ur Exit 20797 Die verfiigbaren Passwortoptionen sind Keine,
R 1 Month A0.0375 Menu, Programm,Meni & Programm.

s AL84% Das Passwort setzt sich aus vier Ziffern
redit Sulsse Assel Management 7 N . N

9007000  Mysmdci Mchor Coé7, 5001 zusammen und wird nie auf dem Bildschirm

[C) & AIRMISITRA0IE Boeing9E 594126 COob angezeigt-

CB May Say Adverfising Drop al Radio Unil Curbed Froff Growlh

Wenn Sie den gesicherten Kanal unter ,Favorite
TV/Radio* oder ,TV/Radio Channel Control*
auswahlen, wird auf dem Bildschirm ,Key in
Password® angezeigt. Geben Sie dann Ihr
Passwort ein, um Zugang zu dem Kanal zu
erhalten.

»

How to set Parental Control

By using in the Lock Grade item, turn it “Menu, Channel, menu & Ch”.
Then use key, until you see Current PWD key in your password. If your
current password is correct, then it will ask you New PWD.

Confirm your “PWD” as your password, and press EXIT key.

When you want to lock a specific channel, press OK key and select “Lock”
function in the channel, press OK key and select “Unlock” function in the
Channel Control menu (See Channel Control). If you intend to lock a
certain channel, the channel must be set as “Password ON”.




V. Programm

5.1. Programmliste

<

Wenn Sie beim Betrachten eines Kanals die
Taste OK dricken, wird die Programmliiste
entsprechend dem eingestellten
Kanalmodus (Sortiermodus) angezeigt.
Wenn der Kanalmodus Favoriten eingestellt
ist, wird die Kanalfavoritenliste angezeigt.

In this mode available key is SAT, FAV,
HD, RED, GREEN, BLUE, YELLOW key

Alphabet

Satelliten sortieren

Dricken Sie die Taste SAT, um das
Satellitenauswahlfenster zu &ffnen.

Wenn Sie die Option ALL SAT wahlen, werden
alle Kanale in der Programmliste angezeigt.
Wenn Sie einen Satelliten auswahlen, werden
alle Kanale angezeigt, die zu diesem Satelliten
gehoren

All Ch, Alphabat
aTP Cas

Alphabetisch sortieren

Dricken Sie die griine Taste, um das
Auswahlfenster zum Sortieren der Kanale
einzublenden.

Wenn Sie einen Buchstaben wahlen,
werden Kanéale angezeigt, deren Name mit
diesem Buchstaben beginnt.

All Ch Alphabat
TP Cas




V. Programmli

5.1. Programmliste

70 LUXE-TV-SD

ite/An Ch
Aglasatz(c)
/

HOR

Al Ch Alphabat

TP Cas

400
Sastink

Al Ch. Alphabat
TP an

2 Favoriten sortieren
Driicken Sie zum Auflisten von Kanalfavoriten
die Taste FAV.
Sie konnen wahlweise alle Kanalfavoriten
anzeigen oder nur die jeder Gruppe zugehdrigen
Kanale.

9 TP sortieren
Sie kénnen Kanale nach ihrer TP-Frequenz
auflisten.
Dricken Sie die gelbe Taste, um das
Auswahlfenster einzublenden. Anschliefend
kénnen Sie eine aufsteigende oder
absteigende Sortierreihenfolge wahlen.

v

CAS sortieren

Sie kénnen Kanale nach CAS auflisten.

Driicken Sie die blaue Taste, um das Popup-
Fenster einzublenden und wahlen Sie den
gewilinschten CAS aus, den Sie anzeigen
mochten.



6.1. Programmfiihrer

Driicken Sie beim Betrachten eines Kanals die
Taste EPG. AnschlieRend wird das Menl TV
GUIDE angezeigt.

Das EPG-Menl enthalt die Kanalnummer, den
Ereignisnamen und die optionale erweiterte
Ereignisbeschreibung.

Am unteren Bildschirmrand werden Kurzinfos
zum aktuell gewahlten Kanal angezeigt.

The Program Guide information
might not be supported by the service
providers.

® Reservation

Durch Dricken der ROTEN Taste kénnen Sie
das komplette TV-Programm anzeigen und
durch Driicken der GRUNEN Taste das 7-Tage-
EPG. Mit der Taste LINKS/RECHTS kdénnen Sie
zwischen den verschiedenen Programmflhrern
umschalten.

Mit der GELBEN Taste konnen Sie die
Programmvorwabhl fiir den aktuellen Kanal
zusammenstellen.

urnal (english




VII. NORMALMODUS

7.1. Normalmodus

EBU-Teletext/DVD-Untertitel

Bestimmte Kanéle bieten Teletext/Untertitel an.
Die folgenden beiden EBU-Teletextdienste sind
verfligbar:

1.VBI: Unterstutzung durch das TV-Gerat
und Steuerung Uber Teletext Taste auf der
TV-Fernbedienung.

2.STB: Unterstitzung durch den
Satellitenempfénger und Steuerung Uber die
Fernbedienung des Empfangers

(Normalmodus)

Dieser Satellitenempfanger unterstitzt beide Verfahren.
1.Dricken im Normalmodus die Taste AV+.
2.Wahlen Sie Teletext, Um den Teletext des aktuellen Kanals anzuzeigen

P100 100¥DWtaxt 21.11.07 05:11:38

AUS DER MITTE EUROPAS DW-TV .

DEMNACHST/NEXT
05130 ouromaxx (doutsch)
Leben und Kultur In Europa.320

PROGRAMM
07! d utach )

8 Made in Germ
Das Wirtschattsmagazin

(Teletextmodus) (Untertitel)

Q If you press the EXIT key, it will change into the normal mode. ]




VII. NORMALMODUS

7.1. Normalmodus

2 Audioeinstellungen
Driicken Sie die Taste AV+, um das Audio-
Fenster einzublenden. Hier kénnen Sie die
Audiosprache und den Audiomodus

(Left, Right, Stereo) wahlen.




VII. NORMALMODUS

7.1. Normalmodus

9 Feinabstimmung
Bei einem schwachen TV-Signal kénnen Sie in
diesem Meniu versuchen, den Empfang zu
verbessern.
Dricken Sie im Normalmodus die ROTE Taste
LAEC VA - und wahlen Sie Fine Tuning

Bandwidth

9 Automatischer Kanalwechsel
Dricken Sie die Taste AUF/AB 2 oder 3
Sekunden lang. AnschlieBend wird
automatisch der ndchste Kanal gewahlt.
Sie kénnen die Kanalumschaltzeit (die Zeitdauer
zwischen Kanalwechseln) einstellen.




VITI-ZUSATZFUNKTIONEN "

8.1. Kanalinformationen

» Kanalinformationen

Channel Information will be appeared as following 2 cases. R
Channel Change
- Channel information BOX will be disappeared after banner time out
setting.
Press INFO Key
- Channel information box will be changed as below sequence.Basic
Channel information»>Extended Channel Information—>Information
disappear.

4

> Einfache Kanalinformationen Basic Box
Dricken Sie die "i"-Taste zur Anzeige des
einfachen Informationsfelds.
Es gibt Aufschluss uber "Programmnummer",
"Programmname", "Signalqualitat”, "Uhrzeit" und
"Anbietername

> Erweiterte Kanalinformationen
Wenn Sie die ,i“Taste nochmals driicken, wird
das erweiterte Informationsfeld mit Angaben zu
Satellit, Kanalfrequenz und CAS-Typ angezeigt.

> Lautstarkeregelung
Die Lautstarke kann in 32 Schritten (0 31) eingestellt werden.



VITI-ZUSATZFUNKTIONEN "

8.1. Kanalinformationen

9 Rickrufliste
Die Ruckrufliste zeigt die vorher gewahlten
Kanale an (bis zu 20 Kanale).
Dricken Sie die Taste RCL, um das Fenster
mit der Liste der bereits gewahlten Kanale
einzublenden.

9 TV/RADIO-Umschaltung
Mit dieser Funktion kdnnen Sie zwischen TV-
und Rundfunkempfang umschalten.
Driicken Sie einfach die Taste TV/RADIO

If you press the TV/RADIO key again,
the TV screen will reappear.

2 Schlaftimer

Die STB wird beim Erreichen der von lhnen
eingestellten Zeit automatisch ausgeschaltet.
Dricken Sie wéahrend des TV- oder
Rundfunkempfangs die Taste SLEEP, um das
Popup-Fenster Sleep Time einzublenden.
Wahlen Sie dann eine der vordefinierten
Zeiten von 10, 20, 30, 60, 90, 120, 150 und
180 Minuten.




9.1 USB PVR

2 Aufnahme
Der derzeit laufende Kanal kann durch Driicken

der (@ Taste aufgenommen werden.

Falls auf dem USB-Speichermedium
kein Speicherplatz mehr vorhanden ist,
wird die Aufnahme (nach Speicherung !
der Datei) gestoppt. - v

[T et T T TR T e




IX. MODULES™ =

9.1 USB PVR

> Timeshift
Der derzeit laufende Kanal kann durch Driicken
der ®Taste gestoppt bzw. weiter abgespielt
werden.

Falls auf dem USB-Speichermedium kein

Speicherplatz mehr vorhanden ist, wird

NEWE  NOVEMBER 15T, ONE YEAR ON die Timeshiftfunktion (nach Speicherung
FROM FATAL POISONING der Datei) beendet.

LONDON

NKO TO REVEAL NEW INFC

> Navigationsleiste
4 ) Die Navigationsleiste zeigt den Abspielstatus
DAX im Timeshiftmodus an.

800071 |
A5104 4

Singapore T

3960 A 1.27%
High 382279
low 378400
Adv 27 Del ¢

Bitte driicken Sie die INFO Taste um

LO45  #ood Sekses Mokmer 1073450  Indosat 8,350 die Navigationsleiste einzublenden.
SAP 500 ‘oco{olodl 374017 Cocoolo ind 25 3040

Nissan, Ashok leyland fo Spend 5500 Million in India

9.2 CI-Steckplatze (OPTION)

Cl (Common Interface) ist eine Schnittstelle fur
Module, die den PCMCIA-Standard verwenden.
Wenn sie einen verschlisselten Kanal
anschauen mochten, benétigen Sie dazu ein
CAM (Conditional Access Module) und eine
geeignete Smart-Card. Das Cl-Menl wird vom
CAM und seiner Smart-Card bereitgestellt. Das
Meni wird aktiviert, wenn Sie das CAM in den
Cl-Steckplatz einstecken.
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9.3. Embedded

Uber dieses Menii kénnen Sie Informationen
zur Smartcard anzeigen; zum Beispiel
Berechtigungen, Altersgerechtigkeit und
PIN-Code.




X. STB-STATUS

10.1. Werkseinstellungen

Diese Funktion setzt alle Parameter auf die
werksseitigen Grundeinstellungen zuriick.
Wenn Sie dieses Menl wahlen, werden Sie
auf dem Bildschirm zur Eingabe des
Passworts aufgefordert.




X.STB

TUS

10.2. STB-Informationen

> STB-Informationen
Die STB-Informationen geben Aufschluss Uber
die STB-Softwareversion, Daten usw.

> Speicherstatus
Dieses Meni zeigt die Speichernutzung an.

Channel (345/9333)

User Image (24KB/63KB)

Beziehen Sie sich bei etwaigen Problemen bitte auf die folgende Tabelle.

SYMPTOM ZU PRUFENDE PUNKTE

Priifen Sie, ob das Gerat an der Steckdose angeschlossen und eingeschaltet ist

Prifen Sie, ob der Audiostecker ordnungsgemaf angeschlossen ist
Prifen Sie ob die Stummschaltung ein oder aus ist

Prifen Sie die Ausrichtung der Antenne
Priifen Sie den Anschluss des Antennenkabels
Prifen Sie, ob eine ordnungsgeméaRe Kanalsuche erfolgt ist

Kein Satellit
TV-Kanal

q Prifen Sie, ob der Signalpegel ausreichend hoch ist
Saillelie Ve Prifen Sie die Antenne auf Schaden

Audioqualitat Stellen Sie die Hohe und Ausrichtung der Antenne ein

Prifen, Sie ob die Batterien ordnungsgemaR in die Fernbedienung
eingelegt sind
Vergewissern Sie sich, dass der Fernbedienungssensor unbeschadigt ist

Fernbedienung
funktioniert nicht




XII. TECHNISCHEDATEN — ™

m System Capabilities

CPU

B Demodulator

400 MHz
Fully DVB compliant

Type
Symbol Rate
SCPC and MCPC capable

B Video / Audio Decoder

QPSK & FEC
2-45Msps

Video Decoder
Audio Decoder

MPEG-2 Main Profile @ Main Level
MPEG-1 layer1 and 2

Video Output NTSC / PAL/ SECAM
Pixel 720 x 480 @30fps
720 x 576 @ 25fps

Video Format 4:3,16:9

B System Memory
Flash Rom 16Mbits
SDRAM 128Mbits

u LNB / Tuner Input (Digital)
Input Frequency 950 to 2150MHz
LNB Supply 13/18V Max. 400mA
Band Switch Control 22KHz
DISEqC 1.0, 1.2, USALS Compatible
Connector 2 x F-Type

[ Component Video Output

Y
Pb
Pr

B RF Modulator

1Vp-p @ internal colorbar
524mVp-p @ internal colorbar
524mVp-p @ internal colorbar

Connector
Output Channel

m Data Service Port

750hm, IEC 169-2, Male / Female
CH21 ~ 69

Connector
Data Protocol
Data Rate

m Power Supply

9-pin D-sub
RS232C
Max. 115,200 bits/s

Type
Input Voltage
Nominal Power Consumption

Switching Mode Power Supply
AC 100V-240V 50/60Hz
Max. 30W - FTA, FTA+1SC, Cl
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